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The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: No Finish
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  No Finish

Vulcan Laminated  :  Bandsawn  :  No Finish

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: White
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  White

Vulcan Laminated  :  Bandsawn  :  White

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Patina
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Patina

Vulcan Laminated  :  Bandsawn  :  Patina

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Straw
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Straw

Vulcan Laminated  :  Bandsawn  :  Straw

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Natural
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Natural

Vulcan Laminated  :  Bandsawn  :  Natural

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Teak
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Teak

Vulcan Laminated  :  Bandsawn  :  Teak

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Walnut
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Walnut

Vulcan Laminated  :  Bandsawn  :  Walnut

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Graphite
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Graphite

Vulcan Laminated  :  Bandsawn  :  Graphite

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Ebony
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Ebony

Vulcan Laminated  :  Bandsawn  :  Ebony

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 



The Abodo Collection

Product Description

Abodo is transforming timber design with sustainable, innovative rapidly renewable                     
alternatives that supersede old growth. With a patented process, the fiber is heat tempered & 
precision crafted for exceptional performance, stability & longevity. 

Product Specifications

Species: Radiata Pine
Grade: Proprietary Laminated Vertical Grain
Use: Interior & Exterior
Applications: Siding, soffit, ceiling, paneling,
architectural screens & fins

Style: Tongue & Groove, Shiplap, Boards
Textures: Bandsawn or Brushed
Nominal Thickness: 1x, 2x
Nominal Widths: 3’’, 4’’, 6’’, 8’’, 10’’, 12’’
Lengths: 10-18’ (produced on metric lengths)
Patterns: Various
Finish: Nero
Fire Rating: WUI Approved 

Spec Sheet
Vulcan Laminated  :  Bandsawn  :  Nero

Vulcan Laminated  :  Bandsawn  :  Nero

Applications
Abodo is most commonly used for interior & exterior ceilings, soffits & siding applications. It 
offers a clean finished appearance with the patented laminated vertical grain. With the length 
structure, Abodo is ideal for architectural screening & fins. 

Maintenance & Resistance
Abodo can deliver without stain or factory finished. On going maintenance is required & is based 
on the selected coating manufacturer’s recommendations for upkeep. 


